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· Microwave Technology 
· Portable Speed Indicator 
· Easy to Use 
· Sled or Pole Mount 
· Low Power 
· Smiley Face 
· Simple Operation 
· Low Cost  
· Immediate Impact  
· 2 Versions  
· UK Design & Manufacture  
· 2 Year Warranty  

(Speed Indication Display) 

Secure quick release pole mount 

 

Shown on uneven surface using height adjustable leg s 

With two mounting options, Simple Sid is the 
most versatile portable speed sign on the mar-
ket today. 
 
Highly portable, the unit is supplied in a single 
car boot sized transportation box which contains 
all items required for immediate deployment. 

Simple SID’s rotary switch operation 

A Speed Indication Display that is simple to use 
and extremely effective. The devices are 
designed specifically for organisations involved 
in Road Safety. 
 
The units are non-confrontational and serve as 
a an aid to calming road traffic. Features of the 
sign include a “Smiley Face” that rewards 
drivers for complying with the speed limit and a 
“Sad Face” for those which are not. 
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The company reserves the right to alter any of the company’s products or 
published technical data relating thereto at any time without notice. 

 SID comes in two versions…... 

Reverse of pole mount quick release 

 

“Clever” SID + Palm Vx 
Programmable with data collection  
Palm Pilot Setup 
User control of all parameters 
4Mb Memory (approx 250,000 vehicles) 
Supplied with 4 batteries to give 4 days operation 
Data collection of individual vehicles or Bin data 
Compatible with VDA-Pro & VDA2 analysis suites 
 
Complete with... 
“Clever” SID Road safety sign 
Adjustable ground mounted sled 
Palm Vx 8Mb complete with cable and cradle 
Mains Charger 
30MPH Calibration tuning fork 
Weight 14 Kgs 
Unit supplied complete in a transportation carton 
 

Easy calibration with 30MPH tuning fork 
Options... 
Sign Board Assembly for pole mount available 

Complete in a single transportation box 

“Simple” SID  
For use by novice users 
Operation by Rotary Select Switch 
Supplied with 4 batteries to give 4 days operation 
 
Complete with...  
“Simple” SID Road safety sign 
Adjustable ground mounted sled 
Mains Charger 
30MPH Calibration tuning fork 
Weight 14 Kgs 
Unit supplied complete in a transportation carton 
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Fax: +44 (0) 1296 333 498 

E-mail: sales@c-a.co.uk 

Tel: +44 (0) 1296 333 499 

Web: www.ca-traffic.com 


