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VDA 2 has been designed specifically to be 
easy to use whilst providing the user with 
powerful data management and analysis 
functions. The integrated management and 
presentation features result in the ideal 
combination for continuous site and occasional 
site traffic management. The low cost of the 
software makes it the perfect tool for small and 
medium scale traffic surveying operations. 
 
The point and print concept has been designed 
and implemented to allow the view of data on 
screen to be printed, copied or the appropriate 
graph displayed. For example, if a summary is 
currently displayed and the print option is 
selected, the summary will be printed. This 
allows users to select the type of report to be 
generated from the loaded data. The 
accessibility of the functions in the software 
allows for quick navigation around the software 
and the data within the system. 
 
The ‘Side Tab’ style interface allows easy 
access to powerful features such as the 
searchable site list and data calendar. 
 
The application has been designed to be used 
on low resolution screens but utilise the space 
on a high resolution screen. 

· Ease of Operation 

· Data Calendar 

· Reports on Multiple Files 

· Integral Database 

· Export Facility 

· Graph Facility 

· Daily Comparisons 

· Web Update Facility 

· Supports all CA Traffic products 

· Developed ‘In-House’ 
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VDA 2 provides the user with the innovative 
data calendar. The calendar graphically 
represents the data stored in the database for 
the selected site and any day’s data can be 
accessed by clicking on that day on the 
calendar. 
 
The real power of the data calendar becomes 
apparent when summaries are required for any 
specified range of days. The simple selection 
procedure results in VDA 2 retrieving the data 
from the appropriate files stored within the 
system. The retrieved data is then displayed in 
the data grid where the desired reports and 
graphs for the entire range can be generated. 

The current data loaded in VDA 2 is shown in a 
data display grid to suit the data type. The 
actual  form of the data shown is controlled by 
the buttons in the Data Window frame. 
Individual data sets can simply be looked at on 
a week-by-week or day-by-day basis or can be 
summarised to produce a model week or day. 
Options also exist for combining channels and 
showing data with an interval of less than an 
hour as hourly data. 
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VDA 2 is able to process Volume, Speed, 
Length, Class Data. It can also accept the 
following combined studies: Speed + Length, 
Speed + Class, Speed by Length and Speed by 
Class. 
 
Per-vehicle data from the Loop Profiler, Radar 
Recorder and Clever SID is also supported. 
This type of data can also be filtered to give 
more specific analysis. 
 
The application can also import DMP files from 
our range of recorders and provision for GK 
Instruments MOD files has also been made. 
Other file conversion programs are also 
available. 

The company reserves the right to alter any of the company’s products or 
published technical data relating thereto at any time without notice. 
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Pentium II or equivalent  
32 MB RAM (128MB for Windows 2000 and Windows XP) 
23 MB Hard Disk Installation 
Hard Disk Space for data 
Windows 2000, XP, Vista, 7. 
800 x 600 Screen Resolution 

Various graphic options are available including 
the ability to graph only selected ranges of data, 
such as specific speed bands, or selected data 
sets such as Weekdays and 5 Day averages. 
Graphs can be generated and printed or plotted 
for all the types of data supported.  

Data shown in the grid on the main interface 
can simply be copied and pasted into other 
applications such as MS Word or MS Excel. 
Also large data sets can be exported as a 
comma delimited file in a variety of formats.  

�!�������������

����������������

The database underlying VDA 2 allows for rapid 
retrieval of both site and site file data for report 
consideration. 
 
Safety features have been incorporated in the 
system to safeguard valuable data. The 
database also includes a list of dates where 
daylight saving time alterations occur. When a 
new file is added to the system a check is made 
and the data automatically amended.  

Reports for single channel data, multiple 
channel data, summaries and multiple channel 
summaries can all be output to Windows 
compatible printers. All reports shown on screen 
are printed in the same format with the inclusion 
of the appropriate headers and footers. 
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Fax: +44 (0) 1296 333 498 

E-mail: sales@c-a.co.uk 

Tel: +44 (0) 1296 333 499 

Web: www.ca-traffic.com 


